S I D Aticle: [ 664 | [ M6 | Provided: |

Stockburger, Olesja

= W/ &5

Customer: | | Date: | 25.01.2016 =
Factory: Rot am See WURTH ELEKTRONIK
Processtechnology: B: Undefiniert
| Material Text Mat. Nr. | um | Stackup | Process overview

A-RS Kupferfolie-070my 330x490mm

50200246 Vs

B0O

A02

A-RS-FR4-Prepreg-1080-TG150-HF 50200641 | 220 2
A-RS-FR4-Prepreg-2116-TG150-HF 50200642 0 S
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 0 4
70 L2
CRS-FRAMLO.S1MMOT0+070-TGISOHE 50200887 [ 510 o
70 L3
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 [ 260 6
A-RS-FR4-Prepreg-7628-TG150-HF 50200643 0 7
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 0 8
70 L4
C-RS-FR4-ML-0.61mm-070+070-TG150-HF 50200887 | 610
70 L5
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 | 220 o
A-RS-FR4-Prepreg-2116-TG150-HF 50200642 0 11
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 0 2
A-RS Kupferfolie-070my 330x490mm 50200246 rs B

Thickness after Pressing B0O: Tol+: [_240pm | Tol: [ 240pm | Dmax: [ 2530 ym | Dmin: [ 2050 ym |
_ | Tol-: | 0 pm | Dmax: | 0 pm |Dmin: | 0 pm |

|
Thickness over all m Tol+: [ Opm
|

240pm | Tol: [ 240pm |

Demand for customer Thickness (D): | 2400 pm Tol+:

Dmax: | 2640 pm | Dmin: [ 2160 pm |

Measuring point: |(05) iber LM und galv.Cu; beidseitig

| nominal:
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