—
S I D Atticle: [ 448 | [ML4 |  Provided: | Kracht, Enrico | :wi—o—
| [ __ A

Customer: | Date: | 17.04.2015
Factory: Rot am See WURTH ELEKTRONIK

Processtechnology: B: Undefiniert

| Material Text Mat. Nr. | um | Stackup | Process overview
A-RS Kupferfolie-018my 330x490mm 50200238 vs [
A-RS-FR4-Prepreg-7628-TG150-HF 50200643 [ 254 2
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 0 S
18 | L2
A-RS-FR4-ML-0.30mm-018+018-TG150-HF 50200785 | 300 A00| BOO
18 | L3
A-RS-FR4-Prepreg-1080-TG150-HF 50200641 | 254 5
A-RS-FR4-Prepreg-7628-TG150-HF 50200643 0 6
A-RS Kupferfolie-018my 330x490mm 50200238 rs [
Thickness after Pressing B0O: [ 890um | Tol+: [ 100um | Tol: [ 100pm | Dmex: [ 990um | Dmin: [ 790 pm |
Thickness over all To+: [ Opm | Tol: [ Opm | Dmax: [ Opm |Dmin: [ Opm |

Demand for customer  Thickness (D): Tol+: [ 100um | Tol: [ 100pm | Dmax: [ 1100 ym | Dmin: [ 900 pm |

Measuring point: [(05) iiber LM und galv.Cu; beidseitig | nominal: 880 pm
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